
  

The information on this Technical Data sheet is based upon data considered to be true and accurate, based on laboratory 
tests and production measurements, and is offered solely for the user’s consideration, investigation and verification. Nothing 
contained herein is representative of a warranty or guarantee for which the manufacturer can be held legally responsible. The 
manufacturer does not assume any responsibility for any misrepresentation or assumptions the reader may formulate.  
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IKO MVP (MODIFIED VAPOUR PROTECTOR) 
IKO MVP is a self-adhering membrane used over various types of roof decks such as steel, concrete or wood. This 
vapour retardant is composed of modified SBS asphalt with a top surface of high density cross laminated 
polyethylene film. This product is designed as a vapour retardant before the installation of the roof insulation. IKO 
MVP should not be applied at temperatures below -10°C.  IKO’s products are produced and designed with 
consideration for environmental responsibility and sustainability, incorporating quality recycled components 
whenever possible, manufactured in facilities that comply with the most stringent government environmental 
regulations, and can therefore be a part of any “green” construction project.  

CHARACTERISTIC UNIT NOMINAL 
VALUE 

TEST 
METHOD 

STANDARD 
LIMIT 

ROLLS PER PALLET: - 30 - N/A 

PALLET SIZE: cm (in) 132 x 112 
 (52 x 44) - - 

LENGTH: m (ft) 37.16 (122) - ± 1% 

WIDTH: mm (in) 1000 (39.4) - ± 3 (1/8) 

AREA: m2 (ft2) 37.16 (400) - - 

THICKNESS: mm (mils) 0.85 (33.5) - ± 5% 

SELVAGE: mm (in) 76 (3)  ± 6 (1/4) 

COLD FLEX: °C (°F) PASS ASTM D5147 MIN: -18 (0) 

WATER VAPOUR TRANSMISSON: ng/Pa·s·m2 <1.5 ASTM E96-B - 

TENSILE STRENGTH MD: 
XD: kN/m (lbf/in) PASS 

PASS ASTM D5147 MIN: 8.78 (50) 
3.5 (20) 

ULTIMATE ELONGATION MD: 
XD: 

 

% PASS 
PASS ASTM D5147 MIN: 20 

 


