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 Exterior cementitious  

concrete resurfacer

DESCRIPTION
Concrete Renew is a one-component, polymer-modified cementitious material 
for the resurfacing of existing concrete. It is suitable for broom finishes and 
decorative trowel finishes on sidewalks, driveways, steps and anywhere that 
has exposed concrete. Concrete Renew features a natural light gray color that 
provides a uniform, like-new look to concrete surfaces.

USES
•  Resurfacing of pool decks, patios, sidewalks and driveways

•  Suitable for commercial and residential vehicle- and foot-traffic applications

•  Textured “skip-trowel” finishes

•  Resurfacing of old concrete retaining walls 

•  Areas where slip resistance is required

•  Dressing up worn or spalled concrete to provide a like-new finish

RECOMMENDED SUBSTRATES
•  Sound, stable, clean, vertical and horizontal concrete surfaces, both interior 

and exterior 

TECHNICAL NOTES
•  Concrete Renew is engineered with advances in polymer technology for 

superior adhesion and bond strengths.

•  Concrete Renew is natural light gray and can be colored with iron oxide 
pigments and liquid color packs. Verify compatibility before use. 

•  Concrete Renew is compatible with most sealers, dyes and concrete stains.

•  The product is freeze/thaw-stable and can be used in locations where 
multiple freeze/thaw cycles occur.

•  Concrete Renew can be applied from 41°F to 95°F (5°C to 35°C).  Allow 
for extra cure time when temperatures are below 65°F (18°C). Follow ACI 
guidelines when installing above 85°F (29°C).

•  Concrete Renew can be applied by trowel, squeegee, broom, hopper gun 
and plaster pump.

•  Concrete Renew is not intended for use as an industrial wear surface or 
where subject to heavy truck traffic.

Applications: Interior and Exterior – Horizontal, 
Vertical and Overhead

Mixing Time Trowel

Comes in a Bag Mix with Water Water Cleanup
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INSTRUCTIONS

1.  Surface Preparation

1.1  All substrates must be structurally sound, stable and 
clean and exhibit a profile of CSP2 or greater.

1.2  Thoroughly clean the surface of any substance that 
could interfere with the bond of the installation material, 
including dirt, paint, tar, asphalt, wax, oil, grease, latex 
compounds, sealers, curing compounds, form release 
agents, laitance, loose toppings, foreign substances and 
adhesive residues.

1.3  Concrete substrate and ambient temperatures must be 
at least 41°F (5°C) and not exceed 95°F (35°C) before 
application. Temperatures must be maintained within 
this range for at least 8 hours after the installation of 
Concrete Renew.

 1.4  Always fill in deep areas, holes or cracks with 
appropriate concrete restoration materials, such as 
Planitop ® X, Mapecem ® Quickpatch or Planibond ™ 
EBA. Dormant cracks can be filled with Planibond EBA 
or Planibond E-Gel to reduce chances of recracking in 
the future (see Technical Data Sheets for details). MAPEI 
does not warrant that cracks will not reappear, even when 
following established repair techniques.

1.5  Do not SSD (saturate surface-dry) or prime substrates 
before the application of Concrete Renew.

2.  Mixing

2.1  Using a clean mixing container, pour in the required 
amount of cool, clean, potable water. If available water 
is not cool, chill water to 70°F (21°C). Add Concrete 
Renew powder slowly while stirring. Mix water and 
Concrete Renew powder at a ratio of up to 3.7 U.S. qts. 
(3,50 L) of water per 25-lb. (11,3-kg) bag of Concrete 
Renew. The mixing ratio must remain consistent. Do not 
overwater material.

2.2  Mix with a medium-speed drill (500 to 850 rpm) and  
a ribbon paddle for at least 2 minutes, ensuring a  
lump-free consistency. 

2.3  When adding powdered oxides or liquid colorants, 
add to mix water and stir for 30 seconds before adding 
Concrete Renew powder.

2.4  Do not mix more material than can be applied in less 
than 20 minutes.

2.5  Do not retemper or add more mix water. Remixing or 
adding more water will change the final cured color.

2.6  Do not apply over standing water or wet surfaces.

2.7  Do not apply when rain is expected before sealing the 
surface or before product is well-cured. 

2.8  Concrete Renew can be used for minor patching less 
than 3/16" (4,5 mm) deep and 2" (5 cm) in diameter. 
For patching, reduce mix water by 40% and mix to a 
stiff consistency. For patching areas greater than 3/16" 

(4,5 mm) depth or greater than 2" (5 cm) diameter, use 
Mapecem Quickpatch. 

3.  Application

3.1  Apply with trowel, hopper gun, plaster pump or other 
acceptable method immediately after mixing. General 
application thickness should be no greater than the 
coarse aggregate in Concrete Renew.

3.2  Application techniques for each of the following 
methods:

 3.2.1  Trowel: Immediately after mixing, pour onto 
the surface and trowel to a smooth, flat finish. 
Immediately broom or finish to desired texture.

 3.2.2  Squeegee: Immediately after mixing, pour onto 
the surface and squeegee to a smooth, flat finish. 
Immediately broom or finish to desired texture.

 3.2.3  Broom: Immediately after mixing, pour onto the 
surface and broom or finish to desired texture.

 3.2.4  Hopper Gun: Immediately after mixing, pour into 
hopper gun outfitted with a large orifice and spray 
with air pressure of 8 to 15 psi. Cover 75% to 
100% of the surface using a circular spray pattern. 
When spraying material, hold hopper gun parallel 
to the surface at about 2 ft. (0,61 m) from the 
surface. Broom or finish to desired texture.

 3.2.5  Plaster Pump: Several manufacturers make pumps 
and spray equipment for applying high-viscosity, 
fluid cementitious materials. Follow the guidelines 
for the equipment being used. 

3.3  Other acceptable methods of application are limited only 
by the imagination. Always use standard ACI and ICRI 
guidelines for the best practice.

4.  Expansion and Control Joints

4.1  Honor all expansion and control joints, cutting as soon 
as the product is cured hard enough to walk on without 
damaging the surface.

4.2  Do not allow Concrete Renew to bridge any moving 
expansion or control joint.

5.  Curing

5.1  Concrete Renew is self-curing; do not use a  
damp-curing method.

5.2  Concrete Renew can be sealed with compatible  
water-based or solvent-based sealers within a few hours 
of placement when temperatures are above 70°F (21°C).

5.3  Avoid walking on the installed surface for at least 1 
hour after installation, depending on temperature and 
humidity conditions. Protect from traffic, dirt and dust 
and moisture until Concrete Renew is cured and sealer 
has been installed.



5.4  Do not expose Concrete Renew to rolling or dynamic 
loads for at least 24 hours after installation. 

 Note: Cooler conditions require longer curing times 
before exposing to significant traffic.

5.5  Before application, test all surface treatments on a 
small sample area to ensure the desired results will be 
achieved. 

6.  Cleaning

Wash hands and tools with water promptly before material 
hardens. Cured material must be mechanically removed.

7.  Protection

7.1  Protect from traffic, dirt, dust and moisture until 
Concrete Renew is cured and sealer has been installed.

7.2  Do not expose Concrete Renew to rolling or dynamic 
loads for at least 24 hours after installation. 

 Note: Cooler conditions require longer curing times 
before exposing to significant traffic.

7.3  Before application, test all surface treatments on a small 
sample area to ensure the desired results. 

7.4  When applying and curing, protect the product from 
excessive heat and high winds, which can cause 
premature surface drying.

7.5  Always protect surrounding landscapes, hardscapes and 
structures during all phases of installation.

TECHNICAL DATA (based on 73°F [23°C] and 50% relative humidity)

Pot life ..............................................................................................................20 minutes
Open time† ........................................................................................................5 to 20 minutes after applying 
Application temperature range ..........................................................................41°F to 95°F (5°C to 35°C) 
Initial set (Vicat) ................................................................................................90 minutes
Final set (Vicat) .................................................................................................120 minutes
Drying time .......................................................................................................24 hours (cure time)
Compressive strength, 28 days (ASTM C109) ..................................................> 4,000 psi (27,6 MPa)
Flexural strength, 28 days (ASTM C348-02) .....................................................> 850 psi (5,86 MPa)
Color .................................................................................................................Natural light gray 
Shelf life ............................................................................................................ 12 months when stored in original containers  

at 73°F (23°C) in a dry, heated area
Health and safety ............................................................................................... Consult the Material Safety Data Sheet (MSDS)  

for safe-handling instructions.

† Open times vary based on temperature, humidity, substrate, application techniques and job-site conditions.

MIXING RATIOS 
Mix up to 3.7 U.S. qts. (3,50 L) of water per 25 lbs. (11,3 kg) of Concrete Renew. 
In smaller amounts, mix 1 part water to about 2-3/4 parts Concrete Renew by volume.

PACKAGING 
Bag: 25 lbs. (11,3 kg)

APPROXIMATE COVERAGES* per 25-lb. (11,3-kg) bag
50 to 75 sq. ft. (4,65 to 6,97 m2)

*  Coverages shown are given for estimating purposes only. Actual job-site coverages may vary according to substrate conditions, type of 
equipment used, thickness applied, handling and application procedures.
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NOTICE
Before using, user shall determine the suitability of the product 
for its intended use and user alone assumes all risks and  
liability whatsoever in connection therewith. Any claim shall 
be deemed waived unless made in writing to us within fifteen 
(15) days from date it was, or reasonably should have been, 
discovered.

MAPEI

Headquarters of the Americas
1144 East Newport Center Drive 
Deerfield Beach, Florida 33442  
Phone: (954) 246-8888 
Fax: (954) 246-8800

Customer Service
1-800-42-MAPEI (1-888-426-2734)

Technical Services
1-800-992-6273 (U.S. and Puerto Rico) 
1-800-361-9309 (Canada)

Additional Information
Website: www.mapei.com

MAPEI – USA
Ft. Lauderdale, Florida 
Fredericksburg, Virginia 
Garland, Texas 
San Bernardino, California 
South River, New Jersey 
Tempe, Arizona 
West Chicago, Illinois

MAPEI – Canada
Laval, Quebec 
Delta, British Columbia 
Brampton, Ontario

MAPEI – Argentina
Buenos Aires

MAPEI – Puerto Rico
Dorado

MAPEI – Venezuela
Caracas

For the most current 
product data, visit  
www.mapei.com. PR4903 CRWD_A06Evp
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