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Fast Drying Vertical Retardant Form coating

Description
A fast drying concrete retardant for vertical surfaces

Applications
Used to retard the concrete surface of approximately ¼” thickness for up to 24 hours.  However, retarding time 
may vary depending on temperature, humidity and concrete matrix.

Benefits 
Effectively reduces application time.  Increases plasticity and strength while using lower than normal amounts 
of water. 

Features
A fast drying retardant that will help to reduce application time.  Fast and effective penetration.  UNI-SOL SP-A 
can be applied to rough/smooth surfaces, untreated wood, Masonite, steel or plastic, etc. 

Physical Properties
Appearance:             
Odour:                      
pH:                              
Specific gravity:                  

Direction for Use
DO NOT DILUTE

Best used immediately after drying in forms where excessive concrete scrubbing does not occur.  Apply to 
vertical surfaces with a pressure sprayer and allow to dry thoroughly before concrete may be poured into 
forms.  Drying time will be typically up to 20 minutes, but may be varied depending on weather conditions.  
When applying UNI-SOL SP-A to STEPRAISERS, wipe immediately with a dry rag to remove excess.  When 
concrete has set, hose off surfaces to remove all of the retarded surface to reveal the exposed aggregate.  
Note: Coating should be protected from prolonged exposure to rain or direct sunlight. 

Disposal
Recover spills by pumping or suitable absorbent material.  Refer to MSDS sheet for details. 

UNI-SOL  SP-A should not be used near open flames.  For additional information on handling & disposal, refer 
to Safety Data Sheet.  

Notice: The above information and recommendation concerning this product are based upon our laboratory tests and field use experience.  
However, since conditions of actual use are beyond our control, any recommendations or suggestions are made without warranty, 
expressed or implied.  Manufacturer’s and Seller’s sole obligation shall be to replace that portion of the product shown to be defective.  
Neither shall be liable for any loss, damage, or injury, direct or consequential, arising out of the use of this product.
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